

















the screw loosened, the entire sight can be moved to the
right or left along the slot. This adjustment is accom-
plished by lightly tapping the base of the rear sight in the

same direction you want the point of impact to change.
Tapping with a light mallet — urilizing a wooden dowel
between the mallet and sight — will prevent marring or
damaging the sight. To move point of impact to the
right, tap the sight to the right. To move the point of
impact to the lefi, tap the sight to the left. Make small
changes and check the effect on point of impact until you

—

are satistied. W hen you are finished adjusting the signz.
lock it in position by retightening the rear sight screw.
The entire rear sight can be removed from the slide by
removing the screw and tapping the sight out of its
dovetailed groove.

When reinstalling the rear sight be sure to depress the fir-
ing pin plate spring downward when tapping the sight
back into the dovetailed groove. A small screwdriver is
ideal for doing this (see figure 27). Make sure the spring
fits under the rear sight, and that it does not bind side-
ways. Do not force the sight over the spring, which
would cause the base of the sight to catch the spring and
bind the spring sideways.

WARNING: THE FIRING PIN PLATE SPRING MUST
BE PROPERLY INSTALLED FOR THE PISTOL TO
OPERATE CORRECTLY.

IMPORTANT: If the rear sight is completely removed, rein-
stall the rear sight screw using service removable “Loc
Tite” (or equivalent) to prevent the screw from loosening
during shooting,

Front Sight— Under most conditions the front sight
blade should never require removal. However, should it
become necessary, please note the following: The remov-
able front blade is secured to the top of the slide with a
special flared roll pin attachment. Flared pins require some
expertise to remove. Consequently, Browning recom-
mends tha if it is ever necessary to replace the blade, that
it be done by a qualified gunsmith.

Care and Cleaning

FIRST, BE CERTAIN YOUR PISTOL IS COMPLETELY
UNLOADED—REMOVE THE MAGAZINE AND VERIFY
THAT THE CHAMBER DOES NOT CONTAIN A
CARTRIDGE.

KEEP ALL AMMUNITION AWAY FROM THE CLEANING
SITE. NEVER TEST THE MECHANICAL FUNCTION OF
YOUR PISTOL WITH LIVE AMMUNITION.

Different caruridge loadings, weather and shooting condi-

tions all contribute to the frequency required in cleaning

your BDM pistol. A good rule to follow is to clean your
pistol after every use. If extensive shooting will be per-

formed, it is wise to clean your pistol after each 500

rounds. Excessively dirty rounds may require more fre-

quent cleaning. Excessive grit and dirt can affect the func-
tion of cven the finest fircarm. Cleaning cannot be
overemphasized.

1 Disassemble the pistol as previously described. Be sure
10 use eye protection whenever cleaning your pistol.
Clean the bore using a pistol dleaning rod with a tip
and patch made for 9mm pistols, working back and
forth until a patch comes through clean. Be careful not
to impact or mar the crown of the muzzle as it can
affect accuracy. Cleaning from the breach end can

2 Depending on the amount of use, the barrel may need
10 be cleaned with a good quality nitro solvent.
Ordinarily, a light lubricating oil like Browning Oil
will suffice for this purpose.




3 The slide assembly may be cleaned with solvent or oil
and then wiped dry with a dean doth. Make sure you
always carefully dlean the breech face and under the
retractor claw using a small screwdriver tip to remove
powder residue and gric (see figure 28).

4 Usea small brush to remove dirt or other foreign
matter from the other parts of the action.

5 Toally wipe all parts dlean
6 Lighdy lubricate all moving parts, sparingly, with oil.

IMPORTANT: Fine oils tend to evaporate. [f your
BDM has been stored for any length of tme, com-
pletely relubricate before shooting.

Periodically wash the magazine in a good gun dean-
ing solvent to keep the magazine spring and follower
functioning well. Disassemble before cleaning, as
explained previously. Buller lubricants, oil and dire
can make these magazine components sluggish. Do
not heavily oil the internal parts of the magazine, as
the oil can serve to collect grit and foreign marter.

A fine film is sufficient.

[t is appropriate to wipe the external parts of the
pistol with a slightly oiled dloth after handling and o
_put a drop of oil on the friction points from time to
time. Frequently inspect your pistol and magazine to
determine the need for cleaning,
9 Reassemble your BDM and its magazine according to
previous instructions.

Pay special attention to the slide rails and the bearing
surfaces of all levers and moving parts. A good rule to
follow is to oil all major components and internal
parts, then wipe away any excess. A light film on
moving parts is sufficient. Although the lubrication
options for semiauromatic pistols are many, when
your BDM is properly mainained as explained in
this booklet, it will deliver optimal functional
reliability and wear resistance when a good quality oil,
like Browning Oil, is used.

BODM General
Specifications/Dimensions

Barrel Length: ......... 4.73"
Overall Length: ......... 7.85"
Overall Width: 1.34"
Overall Height: 5.45"
Weight (with empty magazine): .......oooooeeerssssssssssae 31 oz
Magazine Capacity: *10
RERI e snn Windage Adjustable/Removable
Front Sight: .......... Removable

*Current models
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