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Fig. 1: Slide stop removed Fig. 2: Barrel fixing pin removed

Fig. 3: Before ending the Procedure, 
the screw on the right side of the 
pistol with the allen Key.

Fig. 4: Slide completely removed
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WARNING 

The recoil spring and guide are under spring tension and not fi rmly attached 
to the slide. Use caution to prevent injury or damage to the pistol. Wear eye 
protection.

1. Pull back the slide about 3/4”
2. Depress the recoil spring plug (Pos.1) 

and give the barrel bushing a quarter 
counterclockwise rotation (Pos. 2)

3. When barrel bushing is turned, the recoil 
spring and the recoil spring plug are released.

4. Make sure to hold the recoil spring and 
release it slowly, controlled by your hand.

5. Remove recoil spring plug from recoil spring.
6. Lift the recoil spring guide and pull backwards 

out of the slide the barrel bushing and the 
recoil spring.

7. Give a half counterclockwise rotation to the 
barrel bushing and remove it from the slide.

Fig. 1: Barrel bushing

Fig. 2: Removal of recoil spring plug and recoil spring

Recoil spring plug

Pos. 2 Pos. 1
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Fig. 1: Barrel bushing

Threaded cap           Barrel		  Slide

Barrel busing	           Spring           Recoil spring guide

Take off the barrel bushing from the barrel
Push the barrel forward out of the slide

This disassembling is sufficient for an efficient cleaning of the pistol after 
firing.

In case of improper handling of the pistol, the warranty will expire.

A further disassembling of the pistol may only be made by a qualified 
person.

11SIG422_1911_22LRmini_manual.indd   39 8/3/11   4:06 PM



40 www.sigsauer.com

8.2 Cleaning the Pistol

WARNING 

Never clean the barrel from the muzzle end; do not use a steel wire brush 
as it can damage the smooth surface of the barrel. Use a suitable cleaning 
rod and a brush of the correct caliber.

Solvents can be harmful to the surface fi nish of the pistol. Read and follow 
the manufacturer’s warnings before using solvents or cleaners. Wear eye 
protection.

AVOID OVER-LUBRICATION OF COMPONENTS.

1. Lubricate the cleaning brush with gun oil and insert it into the barrel (16) 
via the chamber. Use the brush to remove all powders, residues and dirt 
in the barrel and chamber carefully.

2. Wipe powder, powder residues and oil from the barrel bore and chamber 
with cleaning patches.

3. Clean the outside surface with the cleaning cloth and gun oil.
4. Remove dirt from metal rail in the receiver (2), inside and outside the 

slide (1), slide stop (3), barrel bushing (20), recoil spring plug (19), recoil 
spring guide (17) and recoil spring (18) with a brush. After that, wipe 
down with a cloth dampened with gun oil or gun grease.

5. Lubricate the chamber and the barrelhole with gunoil and remove surplus 
gun grease.

Visit www.sigsauer.com for preventative maintenance guides and videos on 
maintaining your SIG SAUER pistol..
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WARNING 

The recoil springs are compressed. Guard the recoil springs and guide with 
your thumb to control the release of spring tension. Uncontrolled release 
can cause injury. Wear eye protection.

8.3 Pistol Assembly

1.	 Check the inside of the pistol and remove all foreign objects.
2.	 Turnover the slide and insert the barrel.
3.	 Place the recoil spring on the recoil spring guide. Place the recoil spring 

guide assembly into the slide.  
(Special Note: Some models may use a recoil spring with one end 
smaller than the opposite end. Place the small end of the spring on the 
spring guide rod first.)

4.	 Put the recoil spring plug from the front onto the recoil spring and press 
it into the slide.

5.	 Slide the barrel bushing on the barrel and turn clockwise.
6.	 Put the barrel bushing from the front on the recoil spring guide and 

ensure by twisting the barrel bushing.
7.	 Push the slide on the gun. The holes for the fixing pin and the stop must 

match.
8.	 First insert the barrel fixing pin.
9.	 Insert the slide stop, but do not puncture fully re-fix the screw on the 

right side of the pistol.
10.	Cock the hammer and return the slide up to the marking on the lower 

edge of the slide. Press the slide stop up to the stop.
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Disassembling notch
Insertion and removal 
of Slide stop
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8.4 Function Verification

The function check is performed on the assembled pistol to verify function-
ality. It should be performed after the completion of repairs and after each 
cleaning and assembly of the pistol.
•	 Verify the operation of parts with the assembled pistol, with no ammunition.
•	 Verify after finishing repair work.
•	 Verify after every cleaning and assembling of the pistol.

Procedure (magazine empty, in gun)

1.	 Check the recoil spring and the cycle of the slide.
2.	 Pull back the slide until it stops and release.
3.	 Check if the slide springs forward and closes tight against the breach.
4.	 Check disconnect.
5.	 Pull the slide backwards until it stops with cocked hammer. Pull trigger 

and hold. Then release the slide.
6.	 Verify the hammer remains in cocked position with trigger held rearward.
7.	 Simple check of trigger function.
8.	 Release the trigger, hammer remains cocked.
9.	 Pull trigger, hammer should fall.
10.	Check the slide stop
11.	With empty magazine inserted, pull backwards the slide until it stops, 

then release.
12.	Verify the slide is held in backward position.
13.	Remove the magazine.
14.	Depress the slide stop.
15.	Verify slide stop is released and the slide closes. Decock the hammer. 
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WARNING – INSPECTION

Never use a firearm or magazine that shows signs 
of damage or fails a function check. Verify the 
magazine is the correct model and caliber for the 
pistol. If the condition or function of the pistol or 
magazine is suspect, return the pistol or magazine 
to SIG SAUER for evaluation.

VERIFY THE CONDITION AND FUNCTION

WARNING – MAINTENANCE

Verify the magazine is removed – visually and 
physically confirm the pistol is unloaded before 
attempting disassembly or performing any main-
tenance steps. Failure to ensure the firearm is 
unloaded could result in unintentional discharge, 
causing injury or death.

VERIFY THE FIREARM IS UNLOADED
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8.5 Manual Safety, Grip Safety, Magazine Safety

1.	 Cock the hammer and engage manual safety. Pull the trigger with the 
grip safety depressed.

2.	 The hammer should stay cocked.
3.	 Disengage the manual safety. Pull the trigger with the grip safety de-

pressed.
4.	 The hammer should release.
5.	 Cock the hammer. Pull the trigger without depressing the grip safety. 

The hammer should remain cocked.
6.	 Without depressing the grip safety, remove the magazine.
7.	 Depress grip safety and pull the trigger. 

The hammer should remain cocked.

Check the hammer safety notch

1.	 Pull the hammer backwards slowly, without touching the trigger.
2.	 You should hear a “click” when the sear catches into the safety notch.
3.	 Pull the trigger.
4.	 The hammer should not release.
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8.6 The Magazine and the outside condition of 
the pistol

1.	 Check if there is any dirt or damage on the magazine body (follower and 
bottom).

2.	 Check the mobility and springing of the follower.
3.	 Check the easy insert of the magazine into the receiver.
4.	 Check the correct catch and unlatch of the magazine.
5.	 Outside condition of the pistol
6.	 Check if there is any dirt or damage with the grips and the disassembling-

lever.
7.	 Check if front sight, rear sight and grips are fastened tight.
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WARNING – ALTERATIONS

This product was designed to function properly in its original condition. Al-
terations can make it unsafe. Do not alter any part or add or substitute any 
parts or accessories not manufactured by SIG SAUER for this pistol.

DO NOT ALTER ANY GUN

11SIG422_1911_22LRmini_manual.indd   48 8/3/11   4:06 PM



www.sigsauer.com 49

when it counts™

9.0 Sights

9.1 General Information

The SIG SAUER pistol is equipped with drift adjustable fixed sights which 
have proven their worth under severe conditions. The sights consist of a 
rear sight and a front sight blade, designed and dimensioned to ensure rapid 
target acquisition even when visibility is poor.

WARNING – SIGHT ADJUSTMENT

Sight corrections should only be performed by 
someone with the necessary knowledge – the 
pistol could become damaged. Sight corrections 
should ONLY be performed on an unloaded 
firearm. Manipulating the sights on a loaded 
firearm could result in unintentional discharge, 
causing injury or death. Visually and physically 
confirm the pistol is unloaded before making 
sight adjustments.

DO NOT ADJUST THE SIGHTS
ON A LOADED FIREARM
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9.2 Sight Adjustment

Rear Sight Adjustment 

•	 Unscrew the rear sight adjustment screw counter clockwise to move the 
sight to the right and left for windage adjustment.

•	 To adjust the bullets impact to the left move the rear sight to the right. 

•	 To adjust the bullets impact to the right move the rear sight to the left.

Front Sight Adjustment 

Changing the Front Sight 

•	 Unscrew the front sight set screw counter clockwise to replace the front 
sight. 

•	 Drift the front sight off the slide. 

•	 Replace the front sight. Increasing the sight height one size changes the 
point of impact approximately  7 ½” at a distance of 25m.

Adjustment screw setscrew
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10.0 Specifications

Caliber .22LR

Magazine Capacity 10

Trigger Pull SAO: 5.0 lbs average

Overall Length 8.6”

Overall Height 5.5”

Overall Width 1.4”

Barrel Length 5.1”

Sight Radius 5.4”

Sights Low Profile Three Dot Contrast

Weight w/ Magazine 34.4 oz

Frame Material Diecast

Frame Finish PTFE

Slide Material Aluminum

Slide Finish PTFE  

Grips Custom Wood

Weights and dimensions are approximate.
Specifications subject to change without notice.
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page 35

D-11: Exploded View GSG-1911
10.1 Parts Diagram & Parts List

page 35

D-11: Exploded View GSG-1911

page 35

D-11: Exploded View GSG-1911

11SIG422_1911_22LRmini_manual.indd   54 8/3/11   4:06 PM



www.sigsauer.com 55

when it counts™

Item	Description 
1	 Slide 
2	 Receiver 
3	 Slide Stop 
4	 Barrel Fixing Pin
5	 Magazine 
6	 Magazine Follower 
7	 Magazine Follower Pin
8	 Magazine Follower Tab
9	 Magazine Spring
10	 Magazine Spring Holder 
11	 Magazine Base 
12	 Front Sight 
13	 Rear Sight
14	 Breech Bolt 
15	 Breech Bolt Pin
16	 Barrel 
17	 Recoil Spring Guide 
18	 Recoil Spring 
19	 Recoil Spring Plug 
20	 Barrel Bushing 
24	 Muzzle Cap 
25	 Ejector Pin 
26	 Ejector
27	 Extractor Pin 
28	 Extractor
29	 Extractor Spacer 
30	 Extractor Spring 
31	 Firing Pin Safety Plunger 
32	 Firing Pin Safety Spring 
33	 Firing Pin Safety 
34	 Firing Pin Retainer 
35	 Firing Pin 
36	 Firing Pin Spring 
37	 Slide Stop Plunger 
38	 Plunger Spring 
39	 Safety Lock Plunger 

40	 Plunger Tube 
41	 Insert For Receiver 
42	 Disconnector
43	 Sear 
44	 Hammer 
45	 Firing Pin Plunger Lever 
46	 Trigger Bar Lever 
47	 Trigger 
48	 Safety Lock Right 
49	 Grip Safety 
50	 Safety Lock Left 
51	 Sear Spring 
52	 Mainspring Housing 
53	 Mainspring Housing Pin 
54	 Grip Screw Bushing 
55	 Left Grip 
56	 Right Grip 
57	 Grip Screw 
58	 Hammer Pin 
59	 Sear Pin 
60	 Magazine Catch 
61	 Magazine Catch Spring 
62	 Magazine Catch Lock
63	 Magazine Safety 
64	 Mainspring Retainer Pin 
65	 Main Spring 
66	 Mainspring Cap 
67	 Mainspring Cap Pin 
68	 Hammer Strut 
69	 Hammer Strut Pin
70	 Screw 
71	 Trigger Screw 
72	 Staking Pin
73	 Guild Rod Bushing 
74	 Guide Rod Disk 
75	 Slide Retention Screw
76	 Chamber Indicator 
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10.2 Transportation and Storage

When transporting your fi rearm to and from shooting activities, keep it 
unloaded for your safety and for the safety of others. When storing your 
fi rearm, keep it separated from ammunition, under lock and key if possible, 
and out of the reach of children and other inexperienced or unauthorized 
persons.

WARNING – STORAGE

Never place or store any fi rearm in such 
a manner that it may be dislodged. 
Firearms should always be stored 
securely and unloaded, away from 
children and other unauthorized users. 
Use the locking device originally supplied 
with this fi rearm for storage. The use of a 
locking device or safety lock is only one 
aspect of responsible fi rearms storage. 
For increased safety, fi rearms should 
be stored unloaded and locked in a 
location that is both separate from their 
ammunition and inaccessible to children 
and any other unauthorized person.

STORE SECURELY AND UNLOADED
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11.0 Service and Parts Policy

11.1 Parts Policy

Our Service Department maintains a full complement of replacement parts. 
Even though most gunsmiths have the knowledge, training, and the ability 
to make necessary repairs to your firearm, the skill and workmanship of any 
particular gunsmith is totally beyond our control. 

Should your firearm ever require service, we strongly recommend that you 
return it to SIG SAUER (see section 11.3 “Shipping Firearms for Repair”). A 
firearm is a precision instrument and some replacement parts will require 
individual fitting to ensure correct operation. A wrong part, improper fitting, or 
incorrect mechanical adjustment may result in an unsafe condition or danger-
ous malfunction, damage to the firearm, or cause possible serious injury to the 
shooter or others.

IF ANY PART IS ORDERED WITHOUT RETURNING THE FIREARM TO SIG SAUER, 
the customer bears full responsibility for ensuring that the part supplied is 
correct for their particular firearm and is properly installed and fitted by a 
qualified gunsmith.

SIG SAUER CANNOT BE RESPONSIBLE FOR THE FUNCTIONING OF ANY FIRE-
ARM IN WHICH REPLACEMENT PARTS ARE INSTALLED BY OTHERS.
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WARNING – PARTS PURCHASERS

It is the purchaser’s responsibility to be absolutely certain 
that any parts ordered from the factory are correctly fitted 
and installed. Firearms are complicated mechanisms and 
IMPROPER FITTING OF PARTS MAY RESULT IN A DANGER-
OUS MALFUNCTION, DAMAGE TO THE FIREARM, AND 

SERIOUS INJURY TO THE SHOOTER AND OTHER PERSONS. The purchaser and 
installer of parts must accept full responsibility for the correct adjustment 
and functioning of the firearm after such installation. PARTS MUST FIT 
CORRECTLY 

11.2 Service Policy

If you have questions concerning the performance or servicing of your firearm, 
please write or call:

SIG SAUER, Inc.
Attention: Customer Service

18 Industrial Drive Exeter, NH 03833
Phone: (603) 772-2302

Fax: (603) 772-9082

IF YOU DO NOT UNDERSTAND THE INSTRUCTIONS FOR OPERATING YOUR 
PISTOL, IT IS YOUR RESPONSIBILITY TO CALL OUR CUSTOMER SERVICE 
DEPARTMENT AT (603) 772-2302 BEFORE USING YOUR FIREARM.
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11.3 Shipping Firearms for Repair

In the event you need to return your firearm to the SIG SAUER Service 
Department, here’s what to do: 

1. First contact Customer Service at (603) 772-2302 for an RMA number, 
which will allow SIG SAUER to track the status of your return from its receipt 
at SIG SAUER through its return to you. Please do not send your firearm until 
you obtain an RMA number. 

2. Make sure that the chamber and magazine(s) are unloaded and that no 
ammunition is included with your returned firearm.

3. Package the firearm securely to prevent damage. Enclose a letter that in-
cludes your name, street address, daytime phone number, model and serial 
number,  and a detailed description of the problem you have experienced 
or the work you want performed. With the exception of extra magazines, do 
not include any other accessories such as scopes or mounts.

4. Generally, an individual may ship firearms to the manufacturer for repair 
or service. Some states and localities, however, prohibit this. If you live in 
such an area, the firearms must be shipped by and returned to a federally 
licensed firearms dealer. 

5. Federal law prohibits persons who do not possess a Federal Firearms 
License from shipping a firearm via the U.S. Postal Service. (Note: any ship-
ment of firearms outside U.S. borders is subject to the export laws of the 
United States and to the valid laws of the specific country, which you must 
strictly follow; prior to exporting any firearm you should seek legal counsel.)
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6. SIG SAUER is not responsible for any firearm until it is received, nor for 
damage incurred during shipment.

7. Ship your firearms insured and prepaid (we do not accept collect ship-
ments) to:

SIG SAUER, Inc.
Attention: Service Department

18 Industrial Drive Exeter, NH 03833

Don’t forget to write your RMA number on the package.

A copy of this instruction manual should always accompany this pistol 
and be transferred with it upon change of ownership.
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11.4 Ordering Parts

In the event you want to order parts for your firearm, contact
Customer Service at (603) 772-2302.

Have available the serial number of your firearm and the part diagram 
number for the part(s) you wish to order. A parts list and diagram of the 
pistol is provided in section 13.0.

Please refer to the Service and Parts Policy.

WARNING – SHIPPING

Before shipping any firearm, be absolutely 
certain that the firearm and its magazines are 
unloaded.

DO NOT ship ammunition with a firearm. 
Failure to follow this warning could result 
in unintentional discharge, causing injury or 
death.

VERIFY THE FIREARM IS UNLOADED
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THE BASIC RULES OF SAFE FIREARMS HANDLING

1. ALWAYS treat every gun as if it were loaded.  
2. ALWAYS be sure the barrel is clear of any obstruction. 
3. ALWAYS be sure of your backstop, what lies beyond, and the safety of 
bystanders before you shoot.  
4. ALWAYS use clean, dry, original factory-made ammunition of the proper 
type and caliber for your gun.  
5. ALWAYS wear ear protection and safety glasses when shooting.  
6. ALWAYS carry your gun so that you can control the direction of the 
muzzle if you fall or stumble.  
7. NEVER shoot at a flat surface or water.  
8. DO NOT leave an unattended gun loaded. Guns and ammunition should be 
stored separately, locked if possible, beyond the reach of children, careless 
adults, and unauthorized users.  
9. NEVER allow your firearm to be used by anyone who has not read and 
understood this operator’s manual. 
10. DO NOT point any gun, loaded or unloaded, at any undesired target. 
11. NEVER fire your rifle near an animal unless it is trained to accept the 
noise: an animal’s startled reaction could injure it or cause an accident. 
12. NEVER drink alcoholic beverages or take drugs before or during shoot-
ing, as your vision and judgment could be seriously impaired, making your 
gun handling unsafe.
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SIG SAUER® Limited Lifetime Firearms Warranty

SIG SAUER® warrants that the enclosed firearm was originally manufactured 
free of defects in material, workmanship and mechanical function. For the 
lifetime of the original purchaser, SIG SAUER agrees to correct any defect in 
the firearm for the original purchaser by repair, adjustment or replacement, 
at SIG SAUER’s option, with the same or comparable quality components (or 
by replacing the firearms at SIG SAUER’s option); provided, however, that the 
firearm is returned unloaded and freight prepaid to:

SIG SAUER
18 Industrial Drive
Exeter, NH 03833

This limited warranty is null and void if the firearm has been misused, 
damaged (by accident or otherwise), fired with handloaded, reloaded or 
improper ammunition, fired with an obstruction in the barrel, damaged 
through failure to provide reasonable and necessary maintenance as 
described in the manual accompanying the firearm, or if unauthorized repair 
or any alteration, including of a cosmetic nature, has been performed on 
the firearm. This limited warranty does not apply to normal wear and tear 
of any parts. Subject to the foregoing, this limited warranty confers the 
right to have the covered firearm or its parts repaired, adjusted or replaced 
exclusively upon the original purchaser, which right is not transferable 
to any other person. No implied warranties of any kind are made herein 
and this warranty does not apply to any accessory items attached or 
appurtenant to the firearm. In no event shall SIG SAUER be liable for any 
incidental or consequential damages arising from or in connection with this 
limited warranty.

11SIG422_1911_22LRmini_manual.indd   63 8/3/11   4:06 PM



18 Industrial Drive, Exeter, NH 03833 USA

P/N 1911088

For Product Service on this model, 
Please Call (603) 772-2302

www.sigsauer.com

when it counts™

11SIG422_1911_22LRmini_manual.indd   64 8/3/11   4:06 PM


