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ARMORERS MANUAL

The SIGARMS Armorers Manual is intended as a Reference Source to be used in conjunction
with the formal training received from the SIGARMS ACADEMY Armorers School.

SIG-Sauer Pistols are accompanied by an Owners Manual which explains and illustrates user
responsibilities and safety precautions. Itis recommended that this information be read and
adhered to at all times. Information provided in either manual may change without notification.

This publication 1s copyrighted, is solely for the use of the registered owner, and may not be
reproduced, copied or distributed in any form without the express written consent of SIGARMS.
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1.0  INTRODUCTION

1.1

1.2

General

The SIG-SAUER P228 combat pistol has been developed to meet the requirements of the
world’s Military and Law Enforcement Agencies. It is manufactured by state of the art
production processes to provide the ultimate in safety, reliability and quality. The P228 is
an excellent close combat weapon that can be placed into action rapidly through the use of
multiple passive safeties; a double-action trigger mechanism; and high visibility, adjus-
able sights.

This mechanically locked, short recoil operated, semiautomatic pistol is self-loading and
will continue to fire with each pull of the trigger until the slide is locked open by the empty

magazine. After firing, the pistol may be easily disassembled for maintenance without the
use of tools and with very little effort.

Technical Specifications of the SIG-Sauer P228

Caliber: Smm (9x19mm) parabellum
System of Operation: Semiautomatic, short recoil operated
Safety System: 1) Patented automatic firing pin lock

2) Decocking lever, hammer reset and
safety intercept notch

Dimensions and Weights

Length, overall 7.08 in.
Height, overall 5.351n.
Width, overall 1.46 n.
Barrel length 3.86 1n.
Rifling lead 9.84 in.
Number of rifling grooves 6
Sight base 5.71 in.
Weight, excluding magazine 26.10 oz.
Weight of empty magazine 3.0 oz.
Trigger pull weight (1bs) DA 12.12/SA 4.4
Magazine capacity (rounds) 13 (optionally, 15/20)

NOTE: Above subject to change without notice. Parts are interchangeable. Broken
parts must be replaced, do not repair broken or damaged parts.
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1.0 INTRODUCTION

The SIG-SAUER P228 9mm Pistol With Magazine Inserted

1. Barrel 18.  Slide catch lever

4.  Slide 20.  Trigger

5.  Frontsight 29.  Hammer

6. Rear sight 40.  Decocking lever
15. Frame 43.  Magazine catch
16. Take-down lever 51.  Magazine

NO'TE: The reference numbers identifying individual parts throughout this manual
are identical with the numbers in the parts list section.
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2.0 DESIGN AND COMPONENTS

. 21  Weapon
2.1.1 General

The Three Main Components of the SIG-SAJER P228 9mm Pistol

A. The Slide
B. The Frame
C. The Magazine

2-1 P228



2.0 DESIGN AND COMPONENTS

2.1 Weapon (con:'d)
2.1.2 The Slide
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The Slide

Barrel

Recolil spring guide
Recoll spring

Slide

Front sight

Rear si ght

Inner pin H.D.
Outer pin H.D.
Breechblock
Takedown lever recess
Disconnector recess
Slide arresting notch
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2.0 DESIGN AND COMPONENTS

2.1

Weapon (cont'd)
2.1.3 The Frame

16.
18.
20.
29.
32.

43,
49.
50.

The Frame

Takedown lever
Slide catch lever
Trigger

Hammer

Ejector
Decocking lever
Magazine catch
Left grip plate
Grip plate screws

2-3
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2.0 DESIGN AND COMPONZENTS

2.1 Weapon (cont'd)
2.1.4 The Magazine

The Magazine

51. Magazine tube

52. Magazine spring
53.  Magazine follower
54.  Magazine floorplate
55.  Magazine insert

NOTES

P228 24




3.0 HANDLING

NOTE:

3.2

34

The operations described hereafter (loading, reloading, and unloading) are to be
carried out with the trigger finger off of the trigger and the muzzle pointing in a safe
direction. In addition, descriptions of the pistol will be made as if the operator were
pointing it directly aw ayﬁom him, as in firing.

Loading - Sequence of OperaZions

1.
2.
3.

Trigger finger off of the trigger and muzzle pointing in a safe direction.
Insert a full magazine and ensure that it has engaged the magazine catch (check).

Pull the slide fully to the rear and release it to chamber the first round from the
magazine.

You may either fire the pistol or thumb down the decocking lever (to safely lower the
hammer) and place it in the holster.

Reloading - Sequence of Operations

L.
2.
3.
4.

Trigger finger off of the trigger and muzzle pointing in a safe direction.
Depress the magazine catch to remove the empty magazine.
Insert a fresh magazine and ensure that it has engaged the magazine catch (check).

It the slide 1s locked back, either pull it to the rear slightly and release it or thumb
down the slide catch lever.

You may either fire the pistol or thumb down the decocking lever (to safely lower the
hammer) and place it in the holster.

Unloading - Sequence of Operations

1.
2.
3.

4.

Trigger finger off of the trigger and muzzle pointing in a safe direction.
Remove the magazine.

Pull the slide to the rear to eject the chambered round, inspect both the chamber
and the magazine well to make sure the pistol is unloaded. Check a second time.

Let the slide go forward and thumb down the decocking lever.

Firing the Pistol - Sequence of Operations

l.
2.
3.

Remove the pistol from its holster and assume a shooting position.
Pull the trigger to fire (no external safety lever has to be operated).

When through firing, remove the trigger finger from the trigger, thumb down the
decocking lever, reload, unload, or place the pistol back in its holster.
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