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FIRING

1 Never carry about or leave unattended any fi-

rearm which is cocked and ready to fire! Acci-
dental firing could result if you fall or drop the fi-
rearm, or if the firearm is struck or disturbed by so-
meone or something.

Never fire any pistol with your finger, hand, fa-
2 ce, or other part of your body over or adjacent
1o the ejection port, or in any position where you may
be struck by the reciprocating movement of the sli-
de. Failure to heed this warning could result in bo-
dily injury. Both the movement of the slide and the
ejection of empty cartridge cases are part of the nor-
mal operating cycle of a pistol and pose no safety
hazard to the shooter if the pistol is held in a nor-
mal grip and fired at arm’s length, as intended by
its design.

Never allow other persons to stand beside you

where they might be struck by an ejected car-
tridge case. The case is hot and may be ejected with
sufficient force to cause a burn or a cut or injure
an unprotected eye. Make certain there is a clear,
unobstructed path for safe ejection of the fired ca-
se. Remember, the case may bounce off a hard ob-
ject nearby and strike you or another person.

While shooting, should your firearm develop a

mechanical malfunction or binding, ‘spits’ pow-
der gas, or if a cartridge primer is punctured, a car-
tridge case is bulged or ruptured, or if the report
on firing does not sound quite right, STOP SHOO-
TING IMMEDIATELY! It may be dangerous to con-
tinue. UNLOAD THE FIREARM — DO NOT TRY
*JUST ONE MORE SHOT". Take the firearm and the
ammunition to a gunsmith for examination.

Do not assume that the pistol is empty merely

because the slide remains open. A cartridge
jammed between the slide and the barrel can also
prevent the slide from closing. Always look in the
chamber to make sure!

If a jam occurs, clear it as follows. While kee-

ping the muzzle pointed in a safe direction re-
move the magazine. Pull back the slide and lock it
lo the rear by pushing up the slide release. The jam-
med cartridge or case can now be removed by sha-
king it out or by picking it out with your fingers.




TO LOAD THE MAGAZINE

Load the magazine by inserting each cartridge in two motions: first DOWN to compress the magazine
spring. then REARWARD to slide the cartridge under the magazine lips. The magazine will hold up to 7/8
cartridges. Holes in the right side of the magazine allow visual confirmation of the number of cartridges in-
serted. To empty the magazine, push (do not pull) each cartridge forward until it is no longer held by the
magazine lips.

CAUTION: take care not to bend, distort or pry the magazine lips when loading cartridges. Press down
the column of cartridges until the top cartridge can be maved smaothly under the lips. DO NOT USE EXCES-
SIVE FORCE; damaged magazine lips will cause malfunctions.




TO LOAD AND FIRE THE PISTOL

Hold the pistol in a shooting grip with the muzzle pointed in a safe direction or at the target. Put the
safety "ON". Insert the magazine into the pistol until it is held by the magazine catch. Grasp the serrated
surfaces of the slide between thumb and index finger and pull the slide rearwards as far as it will go, then
release it smartly. The compressed recoil spring will snap the slide closed, stripping the topmost cartridge
from the magazine and loading into the barrel chamber. (Do not ‘“‘ride” the slide forward with your hand;
impeding the slide’s movement may cause a feeding jam.)

The pistol is now loaded, hammer cocked and safety “ON"". The pistol is ready to fire as soon as the
thumb safety is pushed to "OFF" (red indicator dot exposed). If you do not intend to immediately commence
firing, decock the hammer.




With the hammer cocked, push the safety “"OFF". Take aim and lightly squeeze the trigger. The trigger
operales in two stages: it first disengages a trigger-actuated firing pin block to permit forward travel of the
firing pin. It then releases the hammer, causing it to fall and strike the firing pin. The firing pin is driven for-
ward to indent the cartridge primer and fire the pistol.

After the first shot has been fired, the hammer will be automatically recocked by the recoil of the slide
and all subsequent shots will be fired in single-action mode unless the shooter voluntarily decocks the hammer.
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FURTHER HANDLING OF THE PISTOL

When the last shot in the magazine has been fired, the slide will remain open. To resume firing: while
keeping the pistol pointed at the target or in a safe direction, insert another loaded magazine and pull down
the slide stop lever. The slide will snap closed, chambering the first cartridge. The pistol will once again be
loaded, hammer cocked, and ready to fire.

Do not turn away from the target without putting the safety **ON"". If firing is discontinued while the pistol
is still loaded, keep the muzzle pointed at the target or in a safe direction. Push the safety “ON". First remove
the magazine, then pull back the slide smartly to eject the cartridge remaining in the chamber. Visually ins-
pect the chamber to be sure it is empty and unload the magazine.




TO DISASSEMBLE THE PISTOL FOR CLEANING

First of all, remove magazine and check to ensure that there is no cartridge left in the chamber and re-
move it If there is.

Cock the hammer by hand and pull slide back until reference line on the left side of the slide is in line
with a corresponding line on the frame, at the same time press the index finger of the right hand against
the end of the slide stop shaft protruding from the opposite side of the frame (see arrow in Fig. 7) above
the trigger guard, until the slide stop is partially extracted. With the thumb and index finger of the left hand
grasp the slide stop and pull it out.

Once the slide stop has been removed, the slide assembly can now be withdrawn by pulling it out and
forward from the frame.

The barrel and recoil spring assembly will come out with the slide assembly.

Grasp the rear end of the recoil spring assembly between thumb and index finger of the right hand and
pulling it slightly forward to separate its small locking plunger at the rear of the spring guide from the barrel
lug face, lift it up and out rearward of the slide.

The barrel is removed from the slide in a similar way as the recoil spring assembly, taking into account
that the ring at the muzzle can only pass along the enlarged part of the channel in the proximity of the recoil
spring assembly housing.

NO FURTHER DISMOUNTING IS NECESSARY TO PROPERLY CLEAN THE PISTOL.
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