














7. IMMEDIATE CLEARING OF JAMS
AND MALFUNCTIONS:

If the rifle is kept clean and given proper care, it will function
very reliably. However, if a jam occurs, follow these procedu-
res:

- Keep the muzzle pointed in a safe direction.

- Put the rifle on safe and remove the magazine.

- Pull back charging handle entirely, in order to eject
jammed cartridge.

WARNING:

Be sure there is no obstruction in the barrel before
attempting to chamber another cartidge.

- Release charging handle allowing the bolt to glide
freely forward. Insert magazine again; load again.

- Continue firing.

- If the jam recurs, unload the rifle and have it
checked by a qualified gunsmith.
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8. TROUBLESHOOTING:

INCORRECT FEEDING AND LOADING

CAUSE REMEDIAL ACTION

magazine is inserted incorrectly remove magazine and
any loose cartridges,
reinsert magazine
until magazine release
button locks audibly

damaged magazine inspect magazine and
change it, if necessary

incomplete cycling align gas plug with the

(low gas pressure) large circle symbol to
increase gas flow*,
clean gun.

*NOT RECOMMENDED UNDER NORMAL CONDITIONS
dirty chamber clean the chamber

defective or dirty cartridge discard cartridge (clean
the chamber)

BOLT DOES NOT LOCK
CAUSE REMEDIAL ACTION
dirty chamber or dirty bolt clean
defective cartridge change
extractor jams clean and oll
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MISFIRE

CAUSE

defective cartridge

(primer is struck, fail to fire)
defective or broken firing pin
(primer is not or insufficiently
struck)

dirty bolt

defective hammer mechanism

REMEDIAL ACTION
wait 30 sec.in firing posi-
tion, unload

wait 30 sec.in firing posi-
tion, unload and return
the rifle to be serviced.

clean

change hammer mecha-
nism

INCORRECT EXTRACTING
CAUSE REMEDIAL ACTION
extractor jams clean and oil the
extractor

defective extractor

weak spring

change the extractor

change

INCORRECT EJECTING

(cartidge or empty brass are extracted but not ejected)

CAUSE

ejector defective

REMEDIAL ACTION
change the ejector or
ejector spring
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9. CLEANING AND MAINTENANCE:
NEVER CLEAN LOADED FIREARMS! REMOVE
AMMUNITION FROM CHAMBER AND MAGAZINE
BEFORE CLEANING YOUR RIFLE!

Cleaning by user:

Be aware of the fact that proper handling and maintenance is
necessary to guarantee it's perfect functional performance.

Clean the rifle after each usage.

Only proper cleaning devices and gun-oil are to be used for this
purpose. The wire and bustle brushes are meant only for
interior of the barrel.

Maintenance of the barrel:
The barrel must be free of oil prior to each firing.

Maintenance of rifle surface and other metal
parts:

The rifle surface should be cleaned with a rag.

The following parts from the bolt group are to be oiled:
operating rods: 2 drops each
cam slot for control bolt: 1 drop

The gas plug and the gas piston are hard-chrome plated and
it is not necessary to oil them.

Maintenance of optic:
Clean the lens with a dry clean rag or plain water only. No
additional maintenance is required.




10. PARTS AND DIAGRAMS

(subject to technical change eithout notice)

arrel grou
Part number Description
11245010401 ......... Barrel, 20"
11245010410 ......... Barrel grip, complete, folding, grey
11200010072 ......... Barrel grip lid, black
11200010077 ......... Spring, for barrel grip
1 1200010078 ......... Pin, for barrel grip
11200010050 ......... Gas piston
1 1200010051 ......... Ring, Gas piston (3 required)
e 11200010052 ......... Spring, Gas piston
L 11200010061 ......... Head, Gas plug (Service only)
0 ST R . 1 1200010460 ......... Gas Plug Assembly, Complete*
h |y o = EMEERAL ¢ 1 1200010063 ......... Pressure bolt, Gas plug
1 7/ NN, - 1 1200010064 ......... Spring, Gas plug
) o R 1 1200010062 ......... Slide, Gas Regulator
j & 11245010501 ......... Barrel Assy. (Figs. 1-13)

*includes assembled parts 9,11,12,13
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Part number

11245020401
1 1200020026
1 1200020027
1 1245020003
1 1200020023
11240020010
1 1200020096
1 1200020048
190003990099
190003909600
1 1200020098
11200020087
1 1200020083
1 1200020462
190003909606
1200020089
1200020091
1200020062
1200020558
1245020002
1240020011
1200010064
1200020568
190003900059
1 1245020501
1 1245020502

PIC Y SRS g S G S e

Description

Receiver, Only

Pin, barrel lock

Spring, barrel lock pin
Pressure pin, complete

Grub screw, barrel lock
Charging handle, black
Guides, Charging handle
Spring, Charging handle guide
Pin, Charging handle guide
Pin, Charging handle retaining
Pin, coupling

Link, folding grip

Spring, coupling pin

Sling ring, complete front

Pin, retaining sling front
Spring, link piece

Cylindrical pin

Optic/circle, CH/CH

Fixing screw, Optic housing
Optic housing only

Release button

Spring, Release button
Screw, Elevation & Lat. Adj
Grub screw, Optic Housing
Receiver Assy. (Figs. 1-17, 21, 22)
Optic Housing Assy.

(Figs. 19, 20, 23,24)
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Hammer group

Fig. No.
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17
18

Part number

1 1200030005
1 1245030015
1 1200030016
190003903698
1 1200030050
1 1200030046
1 1200030047
1 1200030033
1 1200030030
1 1200030045
1 1200030036
1 1200030022
11212030015
1 1200030460

1 1200030031
1 1200030454
1 1245030502

Description

Body, for hammer mechanism
Catch, hold open

Spring, lock bolt catch

Bolt, 3H11 X 10 DIN1434
Trigger lever

Spring right, for trigger lever
Spring left, for trigger lever
Slide

Hinge pin

Disconnector lever

Pin, for disconnector lever
Retaining bolt lock

Trigger spring

Retaining bolt, complete, rear
sling swivel

Hinge pin, for hammer

Drop safety

Hammer group complete*

*Note: parts listed above (1-17) are shown for
identification only. Hammer group is available ONLY
as a complete assembly.
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Bolt group

Fig. No. Part number

1 1 1200040412
2 1 1200040025
3 1 1200040026
4 1 1200040091
6 1 1200040029
7 11200040030
8 1 1200040070
10 11200040042
1 1 1200040037
12 1 1200040438
13 1 1200040045
14 1 1200040046
15 190003909598
16 1 1200040063
17 1 1200040061
18 11200040093
19 11200040090
20 11200040092
21 1 1200040075
22 190003909685
23 1 1200040005

24 190003900000

Description

Bolt Carrier

Spring loaded bolt
Lock spring, long, for recoil
Spring, firing pin
Thrust piece, left
Thrust piece, right
Bolt body (RH ejection)
Extractor

Pin, for extractor
Spring, for extractor
Ejector

Spring, for ejector
Adaptor sleeve
Locking piece, bolt
Control bolt

Spring, bolt

Firing pin

Sleeve, Firing pin lock
Cocking piece
Adaptor sleeve

Roller, Slide

Pin, Slide roller
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Magazine*
Fig. No. Part number Description

1 1 1245050501 Magazine, complete, 10 round

“Individual component parts not available. Sold as a complete unit only!
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Stock group
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Part number

1 1245060401
1 1200060046
1 1200060051
1 1200060052
190003862112
1 1200060018
1 1200060029
1 1200060017
1 1200060035
1 1200060019
1 1200060065
1 1200060028
1 1200060021
1 1200060066
1 1200060041
1 1200060013
1 1200060077
1 1200060450
1 1200060023

1 1200060010
1 1200060006
1 12450606001

Description

Stock, grey (Figs. 2, 3, & 4)
Buffer plate

Guide rod

Buffer

Screw, Trigger-sear lever
Washer

Trigger, black

Nut, for trigger

Sear lever

Spring, for safety catch
Safety catch, black
Housing lock

Spring, for housing lock
Magazine catch, black
Screw, magazine catch
Hexagon nut, stock screw
Spring, for magazine catch
Butt plate, complete, black
Lid, for cleaning kit
compartment

Ejection lid, inner

Ejection lid, outer, black
Stock Assembly, grey
(parts 1-21 above)
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Mannlicher

Manufactured by
Steyr Mannlicher AG & Co KG
Postbox 1000, A-4400 Steyr, Austria
Telephone 07252/896-0 Fax 07252/78621
Telephone From U.S. 011-43-7252-8960
Fax From U.S. 011-43-7252-78621

U.S. Importer
GSl Incorporated, 108 Morrow Ave.,
P.O. Box 129, Trussville, Al 35173.
Telephone (205) 655-8299
Fax (205) 655-7078
E-Mail SteyrSBS@aol.com




